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1.	 Where alterations to floor joists are 

necessary consult Structural Engineer for 

advice and reinforce floor joists as advised. 

2.	 Frame out shower surround as required.

3.	 Connect base of flange outlet adaptor     to  

pipe work, leaving drain bolts in place. Block 

drain opening with rag to prevent floor mortar 

blocking pipe work.

4.	 Trowel mortar onto sub-floor.

5.	 Install CPE membrane,     reinforce around 

outlet and cut carefully to reveal heads of 

drain bolts and outlet.

6.	 Install top section of flange outlet adaptor.

7.	 Test membrane for leaks

8.	 Lubricate outlet spigot on shower drain body  

(liquid soap) and push fit shower outlet into 

correct position and height.

9.	 Trowel mortar to required height,     allowing 

for thickness of tile and thin set mortar and 

grade to create 2% slope towards the drain.

10.	After floor mortar has cured, apply thin set, 

install tile and grout.

11.	Install grate into point drain.

Installation overview

Tiled showers rely on waterproofing 
membrane beneath the tiles and grout. 
QuARTz by ACO offers a number of options 
to ensure compatibility with different floor 
structures.

The installation details shown set out 
to provide the designer with integrated 
solutions to wet room floor drainage 
identifying preparation, installation and 
construction processes required to install 
waterproof channels and floor gullies in 
level threshold wet room environments.

Although these details do not cover 
every possible situation, they do provide 
a practical reference to most design 
applications.
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Product Cleaning Instructions

DO USE:
•  A solution made from mild soap or dish detergent & warm water
•  A soft, clean cotton cloth
•  Clean water to rinse then wipe dry
•  Baking soda & water paste to remove oxidized stains and surface rust

DO NOT USE:
•  Cleaning agents containing chlorides, alcohol, 

ammonia, alkaline or mineral spirits
•  Steel wool or wire brushes
•  Abrasive cleaners
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Other ACO product lines

ACO DRAIN
ACO Drain is the world's leading modular trench 
drain system for commercial, industrial and 
landscape applications.

ACO SPORT
ACO Sport is a range of surface drainage and building 
accessories for track & fi eld, used at Olympic sites 
since 1972.

AQUADUCT
Aquaduct custom designs and manufactures 
fi berglass trench drain systems to meet individual 
project requirements.

ACO INFRASTRUCTURE
ACO Road is a range of surface drainage products 
engineered for the unique design and performance 
demands of highways, urban roads and bridges. 

ACO SELF
ACO Self is a range of building products designed 
for the residential builder and DIY enthusiast. 

ACO WILDLIFE
ACO Wildlife is a tunnel and fence system designed 
to guide amphibians and other small creatures 
safely across roads.

ACO STORMBRIXX
A unique, patented plastic geocellular stormwater 
management system.

QuARTz by ACO is a division of ACO Polymer Products, Inc. 
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